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Abstract
The production of light-weight polyester fabrics from a polyester/cotton blended fabric, by means of the
enzymatic removal of the cellulosic part of the material, was investigated. The removal of cotton from the
blended fabric yielded more than 80% of insoluble microﬁbrillar material by the combined action of high
beating eﬀects and cellulase hydrolysis.Other major features of this enzymatic process for converting cotton
ﬁbers into microﬁbrillar material are bath ratio, enzyme dosage and treatment time.
Introduction
Polyester dominates the world market for syn-
thetic textile ﬁbers (Aizenshtein 2004). Due to
fashion tendencies there is a high demand for light-
weight polyester fabrics that cannot be produced
by standard power looms. One alternative pro-
duction process is the manufacture of fabrics from
polyester blended with another fiber that is sub-
sequently removed by chemical treatments. The
most common materials for this process are the
polyester/cellulosic fiber blends in which the cel-
lulose is normally removed with a 75% (v/v) sul-
furic acid solution. However, while the acid
hydrolysis of cellulose is both fast and inexpensive,
it has the drawback of being ecologically un-
friendly. Enzymatic hydrolysis represents a cleaner
alternative: it takes place at atmospheric pressure,
moderate temperatures and mild pH conditions,
resulting in a reduction of production costs, an
increased environmental friendliness and an im-
proved quality and functionality of the products
(Camacho et al. 1996).
Many studies have been carried out with the aim
of gaining an understanding of the mechanism of
cotton hydrolysis. In nature, cellulose degradation
is performed by cellulases of bacterial or fungal
origin. The chemical composition of cellulose is
very simple, consisting of glucose residues con-
nected by 1,4-b-glycosidic bonds. Nevertheless, the
eﬃcient degradation of this substrate requires the
combined action of several types of cellulases
(Tomme et al. 1995; Boisset et al. 2001; Murashi-
ma et al. 2002): endoglucanases (EC 3.2.1.4),
which produce new ends randomly within the
polysaccharide chain, cellobiohydrolases
(EC 3.2.1.91), which release cellobiose units from
the cellulose chain ends, and b-glucosidases
(EC 3.2.1.21), which convert cellobiose into glu-
cose (Tomme et al. 1995; Teeri 1997). The syner-
gism among different types of cellulases is widely
verified in the literature (Be´guin 1990; Tomme
et al. 1995; Clarke 1997; Teeri 1997). The accessi-
bility of the fiber surface to the enzyme is a rate-
determining factor in the enzymatic hydrolysis
(Mansfield et al. 1999). Cellobiohydrolases play
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an important role during cellulose degradation due
to their specific three-dimensional structure
(Boisset et al. 2001): the active site of these en-
zymes is enclosed by a peptide extension that
covers the catalytic residues and produces a tun-
nel-like structure (Parsiegla et al. 1998); conse-
quently, only the ends of a cellulose chain can
access the active site. Conversely, endoglucanases
produce internal cuts on the chain, releasing small
cellulose fragments and providing new chain ends
for the action of the cellobiohydrolases that are
responsible for the degradation of the crystalline
regions (Guimara˜es et al. 2002). Thus, coopera-
tion between these two types of cellulases pro-
motes the efficient and complete degradation of
the microcrystalline cellulose, resulting in an en-
hanced extent of hydrolysis (Jeoh et al. 2002).
Trichoderma reesei is a well-known cellulolytic
fungus and the subject of the most research carried
out with respect to the production of cellulases for
food and feed, pulp and paper and the textile
industry. T. reesei secretes at least nine different
endoglucanases and two different cellobiohydro-
lases (Foreman et al. 2003; Miettinen-Oinonen
et al. 2005). The major cellobiohydrolase compo-
nent of T. reesei is CBHI, which accounts for 50 –
60% of the total amount of protein secreted (re-
viewed in Ma¨ntyla¨ et al. 1998; Penttila¨ 1998).
The research and application of cellulases in
cellulosic materials aim at surface modiﬁcation.
Known applications are the removal of fuzz ﬁbers
or ﬁbrillar material in textile processing and in
domestic washing. Ageing eﬀects, like the ‘stone-
washed’ look, are also achieved with cellulases by
means of ‘superﬁcial abrasion’. All of these eﬀects
can only be achieved in processes where strong
mechanical agitation is present for short periods of
treatment time, resulting in high levels of weight
and strength loss (Morgado et al. 2000).
In the investigation reported here our objective
was the total removal of the cellulosic part from a
polyester/cotton blend to produce a light-weight
polyester fabric using a crude cellulase mixture
obtained from T. reesei.
Experimental part
Enzyme and fabrics
The enzyme used was a commercial crude cellulase
from Trichoderma reesei, Cellusoft L, which was
kindly provided by Aquitex, the Portuguese rep-
resentative of Novozymes Biotech.
The cotton fabric used for the enzymatic treat-
ments was a mercerized taﬀeta consisting of 100%
cotton (54 ends/cm, 30 picks/cm, 107 g/m2). The
blend was a taffeta mixture consisting of 66%
cotton and 34% polyester (33 ends/cm, 25 picks/
cm, 128 g/m2). Prior to the enzymatic treatments
the fabric samples were washed with 2 g/l of a
non-ionic surfactant, Lutensol AT 20 (provided by
BASF), in a domestic washing machine.
Enzyme activity
The protein content of cellulase was determined by
the Bradford method (Bradford 1976). We first
measured the enzymatic activity of Cellusoft L
with soluble cellulose as the substrate: carboxy-
methylcellulose (CMC), the same amount of en-
zyme and the CMC solution was placed in a test
tube for 30 min in a shaker bath at 50 C. The
soluble reducing sugars released were then deter-
mined, as previously described by Cavaco-Paulo
et al. (1996). The enzymatic activity of Cellusoft L
on insoluble cellulose from cotton fabric was also
measured, and expressed in terms of total weight
loss. The cotton samples (0.5 g) were incubated for
1 h at 50 C in a Rotawash machine (20 rpm) with
1 g/l of enzyme solution prepared in 0.1 M acetate
buffer, pH 5 (see Table 1).
Enzymatic treatments
All of the enzymatic treatments were carried out
in a Rotawash machine (20 rpm). Additional
mechanical agitation was achieved by adding
stainless steel discs (20.0±0.1 g each disc) to the
pots. The enzymatic treatments were carried out
for varying lengths of incubation times and at
diﬀerent enzyme dosages prepared in 0.1 M ace-
tate buffer, pH 5.0, at 50 C. Each treatment was
done in duplicate. Reference treatments were car-
ried out under the same conditions but in the ab-
sence of the enzyme. To terminate the enzyme
reaction, we added 2.5 ml of 2% Na2CO3 solution
to the pots, following which the fabric samples
were removed. The samples were then rinsed with
5% Na2CO3 solution, followed by rinsing with hot
and cold water.
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Physical analysis
The total weight loss of the samples was measured
as the diﬀerence in the weight of the fabric sample
before and after treatment, following sample
conditioning for 24 h at 20 C and 65% relative
humidity.
The insoluble weight loss was obtained after the
ﬁltration of the treatment solution. The ﬁltrate was
washed with hot and cold water in order to remove
all of the reducing sugars and then dried at room
temperature.
The bending length and ﬂexural rigidity was
determined using a ﬁxed-angle ﬂexometer as de-
scribed in the ‘International Standard ISO 9073-
7:1995 Textile test methods for non-wovens – part
7: determination of the bending length’. The ﬂex-
ural rigidity is obtained from the bending length
and the mass per unit area of fabric.
The breaking strength of samples was deter-
mined according to the ’Portuguese Standard
NP EN ISO 13934-1:2001 Tensile properties of
fabrics – part 1: determination of maximum force
and elongation at maximum force using the strip
method’. A fabric sample is strengthened at con-
stant velocity until rupture. The sample should
have a width of 50±0.5 mm and a length of
200 mm. However, due to the dimensions of the
treated samples, we used warp and weft yarns in-
stead of a strip. Ten assays were performed on the
warp and weft. The ‘skeleton’ is the term used for a
sample from which all of the cellulose from the
blend has been removed by acidic treatment. This
sample was obtained as described in the interna-
tional standard ‘ISO 1833:1977 Textiles. Binary
ﬁber mixtures – quantitative chemical analysis’.
The sample was treated with 75% (v/v) sulfuric
acid solution at 50 C. This treatment was done in
duplicate.
The scanning electronic microscopy (SEM) pic-
tures were obtained in a scanning electronic
microscope model LEICA S360 with a backscat-
tered and secondary electron detector.
Results and discussion
Treatment of 100% cotton fabric
Cotton samples (0.5 g) were treated with diﬀerent
concentrations of Cellusoft L (10, 20, 100, 200,
400, 800 and 1600 mg/g). The treatments were
performed in a Rotawash machine apparatus
(Figure 4a), which provides vertical motion, and
the additional mechanical effect was achieved by
adding nine discs to each pot. The mechanical ef-
fects in a Rotawash machine are of three types
(Cavaco-Paulo et al. 1996; Cavaco-Paulo 1998;
Morgado et al. 2000) – fiber-fiber interfriction,
fiber-metal interfriction and beating effects – all of
which are due to gravitational forces during the
vertical rotation of the treatment pots. The beating
effects are increased by small bath ratios and by
the presence of discs in the pots.
The results obtained here show that the high
level of the beating eﬀects enhanced enzymatic
activity, thereby verifying the results reported by
Cavaco-Paulo et al. (1996), Cavaco-Paulo (1998)
and Morgado et al. (2000). These results are also
supported by the treatments performed withand
without discs. As shown in Figure 1, the weight
loss increased from 7.5 to 100% in the presence of
discs and 100 mg/g Cellusoft L. The maximum
weight loss was achieved (100%) at an enzyme
dosage of 100 mg/gCellusoft L; thus, the enzyme
activity measured as weight loss remained con-
stant. When the sample was treated without discs,
the maximum weight loss obtained was 7.5%, with
an enzyme dosage of 200 mg/g; the weight loss did
not increase any further with increased enzyme
dosage, indicating that saturation levels with re-
spect to adsorption and hydrolytic attack on the
fiber surface were reached.
The observed weight loss of the samples was
achieved by the production of microﬁbrilar mate-
rial (Figure 4b, c). A linear relationship was found
between the number of discs and the increase in
the total and insoluble weight loss (Figure 2). This
linear relationship is due to the increased effects of
the beating present in the vertical rotation of the
pots (Morgado et al. 2000).Figure 3 shows SEM
pictures of cotton samples treated with an enzyme
dosage of 200 mg/g Cellusoft L for 1 h in the
Rotawash machine at low (Figure 3b) and high
(Figure 3c) levels of mechanical agitation. The
sample treated without discs presented a fiber
Table 1. Characterization of the cellulase, Cellusoft L, used in
this investigation.
Total
protein (g/l)
CMC activity
(mg/ml)
Cotton
activity (%)
14.6±0.1 25.8±0.3 4.0±0.1
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surface without degradation. When the level of
mechanical agitation was increased, the fibers
(Figure 3c) tended to defibrillate, yielding micro-
fibrilar material (Figure 4c) with a consistent in-
crease in insoluble powder.
The total destruction of the cotton samples
(10 g) – i.e. when the cotton samples were totally
converted into microﬁbrilar material – was ob-
tained after 6 h of treatment at a high level of
mechanical agitation (Rotawash + 15 discs) and
an enzyme dosage of 100 mg/g (Figure 5). When
the conditions of Figure 1 were applied to a cotton
sample of 10 g, the total destruction of the sample
was not observed. However, the enzyme dosage of
100 mg/g resulted in a significant increase in the
fabric area (from 14 to 630 cm2), which means that
the amount of enzyme available on a surface area
basis was lower, thereby clarifying the low
hydrolysis obtained: there was microfibrillar
material production, but the main fabric structure
remained intact. This result shows that bath ratio
is also an important parameter in this enzymatic
process. However, the proper combination of en-
zyme dosage, mechanical agitation and treatment
time is essential to achieving the destruction of the
fiber structure of textiles. Morgado et al. (2000)
found that the crystallinity was not changed dur-
ing the treatment at a high level of agitation. The
integrity of the microfibrilar material we produced
(Figure 4c) seems to support these findings by
Morgado et al. (2000).
0 200 400 600 800 1000 1200 1400 1600 1800
0
20
40
60
80
100
0
0
20
50 100 150 200
40
60
80
10
To
ta
l W
ei
gh
t L
os
s 
(%
)
To
ta
l W
ei
gh
t L
os
s 
(%
)
Enzyme Dosage (mg/g)
Enzyme Dosage (mg/g)
No Discs 
Discs
Figure 1. Variation in total weight loss (%) of the fabric samples with the specified enzyme dosage (mg/g) after 2 h of treatment in a
Rotawash machine at 50 C, with a bath ratio of 1:200, and with and without discs.
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Figure 2. Variation in the total (TWL) and insoluble (IWL)
weight loss of cotton samples as a function of the number of
discs, after 2 h of treatment in the Rotawash machine at 50 C,
with an enzyme dosage of 20 mg/g and a bath ratio of 1:10.
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Treatment of polyester/cotton blend
One of the objectives of this investigation was to
determine the appropriate treatment conditions
that were achieve the total hydrolysis of cellulose
in a 100% cotton fabric. These were determined to
be a long treatment time (up to 6 h), a high level of
mechanical agitation (Rotawash + 15 discs) and
an enzyme dosage of 100 mg/g. We applied these
conditions to our polyester/cotton blend, and the
results are presented in Figure 6. The degree of
cellulose hydrolysis from the blend was signifi-
cantly smaller, even though there was an increase
in the treatment time (9 h) and enzyme dosage
(200 mg/g). When the optimal conditions obtained
for 100% cotton samples were applied to the
polyester/cotton fabric, the maximum weight loss
obtained was 45% (results not shown). The cellu-
lose hydrolysis of the blend remained relatively
constant as the treatment continued; therefore, the
total weight loss of the samples would not increase
Figure 3. SEM pictures of the cotton sample without treatment (a) and treated with an enzyme dosage of 200 mg/g and with, no discs
(b) and discs (c).
Figure 4. Rotawash machine where the treatments were performed (a), cotton powder formed ( b), and the SEM picture of the cotton
powder formed during the enzymatic treatments (c).
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Figure 5. Variation in the total weight loss (%) of the samples
as a function of enzyme dosage (mg/g) and duration of treat-
ment (2, 4 and 6 h), at high levels of mechanical agitation
(Rotawash + 15 discs), a bath ratio of 1:25 and a temperature
of 50 C.
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with the increase in treatment time, mechanical
agitation and enzyme dosage.
As already shown, cellulose degradation is
accomplished by the production of insoluble
material. Figure 6 is a representation of the
insoluble weight loss of the cotton and polyester/
cotton samples. There is an apparent direct rela-
tionship between the production of insoluble
material and the total weight loss. The amount of
insoluble material produced during the cellulose
degradation from the polyester/cotton sample is
approximately twofold smaller than that from the
100% cotton sample.
Assuming that cellulose from the cotton fabric
has the same ﬁne structure as that from the poly-
ester/cotton fabric blend, the total weight loss ef-
fected by the cellulase treatment should be similar
under the same conditions. However, this was not
observed since a considerably smaller proportion of
the cellulosic part was removed from the blend than
from the 100% cotton fabric. Cavaco-Paulo (1998)
and Cortez et al. (2001) verified that microscopic
factors, such as fabric construction, play an
important role in determining the levels of weight
loss obtained in cellulase treatments carried out at
high levels of mechanical agitation. These
researchers proved that fabric constructions which
lead to a more exposed fiber surface area will be
more easily degraded; that is, a knitted fabric leads
to higher yields of weight loss than woven struc-
tures. The presence of polyester in a fabric blend
will considerably reduce the surface area of the
cotton fibers exposed to enzyme attack in macro-
scopic terms. This is particularly important when
mechanical agitation is present, as was the case in
our experiments. Cellulase enzymes seem to adsorb
on polyester fibers in a competitive manner in the
presence of cotton, under the same conditions de-
scribed in Figure 6. Approximately 30% more
protein was adsorbed on the polyester fibers than
on the cotton fibers, as determined by the protein
staining method described by Andreaus et al.
(1999). This fact also contributes an explanation of
the lower weight loss obtained in the blended fabric.
Figure 7 presents the SEM pictures for the
polyester/cotton samples, both without treatment
and treated with cellulase and sulfuric acid. The
sample treated with 75% (v/v) sulfuric acid solu-
tion is called the ‘skeleton’, as the cellulose was
totally removed from this sample due to the ability
of the acid to dissolve the cellulose. Some cotton
fibers still remain in the cellulose-treated sample;
this is visible as the smaller inter-yarn space on this
picture (Figure 7b). However, the result obtained
was very similar to the samples treated with acid.
Physical tests
The increase in total weight loss will decrease the
ﬂexural rigidity (G) and the breaking strength.
However, the bending stiffness (Figure 8a) of the
‘skeleton’ is high. This could be explained by the
increase in the stiffness of the fiber surface due to
the acidic treatment. The enzymatic treatment
causes the ‘polishing’ of the fiber’s surface, which
decreases the bending stiffness. We found no ma-
jor difference between the bending length of the
warp and weft . The maximum force was higher
for the warp (Figure 8b). The cellulase-treated
sample in which there was a higher activity of
enzyme (55% of total weight loss) lost 30% of its
initial strength on the warp and weft, whereas the
‘skeleton’ retained 21% of its initial strength on
the warp and 18% on the weft.
Conclusions
Cotton ﬁbers can be completely converted into
microﬁbrillar material by the combined action of
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Figure 6. Variation in total (TWL) and insoluble (IWL) weight
loss of cotton (CO) and polyester/cotton (PES/CO) samples at
an enzyme dosage after 6 (CO) and 9 (PES/CO) hours of
treatment, a high level of mechanical agitation (Rota-
wash + 15 discs), a bath ratio of 1:25 and a temperature of
50 C.
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enzyme hydrolysis and strong mechanical eﬀects in
short periods of time. The production of insoluble
material is dependent on the level of beating eﬀects
present inside the treatment pots.
The results of this investigation show that the
combined action of mechanical eﬀects and enzy-
matic action can be used for the production of light-
weight polyester fabrics as well as for the produc-
tion of microﬁbrillar cellulosic material. However,
high concentrations of cellulase should be used.
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